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(57) ABSTRACT

A cyclone separator is provided. The cyclone separator
includes: a cyclone, an end cover of the cyclone separator,
a filter and a wind guiding cylinder. The cyclone has an open
end and a bottom wall defining an inlet of the cyclone
separator therein. The end cover of the cyclone separator is
disposed over the cyclone and defines an outlet of the
cyclone separator therein. The filter has an upper end
communicating with the outlet of the cyclone separator and
a lower end extended into the cyclone. The wind guiding
cylinder has a lower end communicating with the inlet of the
cyclone separator, a closed upper end and a side wall
defining a vent communicating with the cyclone.
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1
CYCLONE SEPARATOR

RELATED APPLICATION

This application is a continuation of International Patent
Application No. PCT/CN2014/075274, filed Apr. 14, 2014,
the entire content of which is incorporated by reference as
part of the disclosure of this U.S. application.

FIELD

Embodiments of the present invention generally relate to
a household appliance field, and more particularly, to a
cyclone separator.

BACKGROUND

In the related art, a cyclone separator generally includes
a cyclone, a central filter disposed within the cyclone and
configured to filter out dirt such as dust, and a wind guiding
pipe communicating with an outside wall of the cyclone in
a tangential direction.

However, since air with dust goes inwards from a side
wall of the cyclone, the dust tends to adhere to the central
filter, thus blocking the filter. Furthermore, since the cyclone
usually has a cylinder shape, the sealing between an air inlet
pipe and the cyclone is poor, thus affecting the dust-collec-
tion efficiency of a dust collector and resulting in a high cost
of a part therein.

SUMMARY

Embodiments of the present invention seek to solve at
least one of the problems existing in the related art to at least
some extent. Accordingly, an object of the present invention
is to provide a cyclone separator, which adopts a bottom
wind intake, and air with dust enters a cyclone in a direction
away from a filter. The cyclone separator may be used in an
apparatus such as a dust collector.

The cyclone separator according to embodiments of the
present invention includes: a cyclone having an open end
and a bottom wall defining an inlet of the cyclone separator
therein; an end cover of the cyclone separator disposed over
the cyclone and defining an outlet of the cyclone separator
therein; a filter having an upper end communicating with the
outlet of the cyclone separator and a lower end extended into
the cyclone; a wind guiding cylinder having a lower end
communicating with the inlet of the cyclone separator, a
closed upper end and a side wall defining a vent communi-
cating with the cyclone.

The cyclone separator according to embodiments of the
present invention adopts the bottom wind intake, and the air
with dust entering the cyclone separator goes into the
cyclone in the direction away from the filter. Thus, the air
with dust entering the cyclone turns into a spiral airflow
quickly, and the dust is thrown away from the filter under a
centrifugal force, which prevents the dust from adhering to
the filter to block the filter. The cyclone separator according
to embodiments of the present invention reduces the prob-
ability of blocking the filter, and thus a working life of the
filter is improved and a cleaning frequency of the filter is
reduced.

In addition, the cyclone separator according to embodi-
ments of the present invention further includes following
additional features.

In an embodiment of the present invention, a wind guid-
ing plate and a wind shielding plate are disposed within the
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cyclone, at least a part of the wind guiding plate is extended
upwards in a spiral shape, the wind shielding plate is
disposed above the vent, and the wind shielding plate is not
higher than an upper edge of the wind guiding plate. Thus,
a wind guiding structure in which the airflow goes upwards
in the spiral shape is adopted, so that a position in which the
dust is thrown out is moved upwards to the most extent. With
the effective cyclone separator, the airflow with dust rises
and speeds up on the wind guiding plate and then is thrown
out of the cyclone, so that the dust is separated from the air
quickly and completely, while belt-shaped things such as
hair are also thrown out easily, and thus the dust and hair to
be discharged from the cyclone separator through the filter
are reduced. In this way, a suction of the whole dust collector
having the cyclone separator will not decrease rapidly due to
the blocking of a filter cotton, and thus the separation
efficiency is improved greatly and a cleaning cycle of the
filter cotton is prolonged.

In an embodiment of the present invention, the wind
guiding plate is configured to have an annular shape and
includes: a first plate body and a second plate body perpen-
dicular to an axis of the cyclone respectively; a spiral wind
guiding plate extended in the spiral shape in an up and down
direction and having two ends connected to the first plate
body and the second plate body respectively; a connection
plate parallel to the axis of the cyclone and having two ends
connected to the first plate body and the second plate body
respectively. Thus, the wind guiding plate has a simple
structure and is easy to be molded, and it is convenient for
the connection plate to guide the airflow with dust, so that
the airflow with dust can rise in the spiral shape to perform
an air-dust separation.

In an embodiment of the present invention, the first plate
body is disposed at a lower edge of the vent, the wind
shielding plate is disposed at an upper edge of the vent, the
second plate body is in flush with the wind shielding plate,
and the connection plate is disposed at a side edge of the
vent. Thus, it is easy for the airflow with dust to rise in the
spiral shape, which avoids causing a poor filtering effect and
blocking the filter due to a direct rise of the airflow with dust,
and improves the separation efficiency and separation effect
of the cyclone separator on the airflow with dust. Moreover,
an amount of the dust passing through the filter can be
reduced by throwing the dust out.

In an embodiment of the present invention, the wind
guiding plate is the bottom wall of the cyclone, and the inlet
of'the cyclone separator is formed in the wind guiding plate.
Thus, by using the wind guiding plate as the bottom wall of
the cyclone directly, the cyclone has a simple structure and
is easy to be molded, thus improving a molding efficiency of
the cyclone.

In an embodiment of the present invention, a wind inlet
pipe communicating with the inlet of the cyclone separator
is disposed at the bottom wall of the cyclone. Thus, it is
convenient for the cyclone separator to connect with a dust
cup of a dust-collection device, improving a mounting
efficiency of the cyclone separator.

In an embodiment of the present invention, the cyclone
separator further includes a cylinder body and a bafile, in
which the baffle is disposed within the cylinder body and
configured to separate space within the cylinder body in an
up and down direction, an upper portion of the cylinder body
is configured as the filter and a lower portion of the cylinder
body is configured as the wind guiding cylinder. Thus, the
wind guiding cylinder is formed with the filter integrally,
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which simplifies the structure of the cyclone separator and
facilitates manufacturing and assembling the cyclone sepa-
rator.

In an embodiment of the present invention, the wind
guiding plate has a height larger than or equal to a half of a
depth of the wind guiding cylinder and less than or equal to
a depth of the cyclone. Thus, a wind guiding effect of the
cyclone is improved, and it is convenient for the airflow to
rise in the spiral shape.

In an embodiment of the present invention, the end cover
of'the cyclone separator is spaced from an upper edge of the
cyclone, and a distance between the upper edge of the
cyclone and the end cover of the cyclone separator is less
than or equal to a height of the wind guiding plate. Thus, it
is convenient for impurities such as dust separated from the
cyclone to be thrown out in a 360-degree omnibearing
direction, the position in which the dust is thrown out is not
limited, and it is convenient for the cyclone separator to
separate the airflow with dust.

In an embodiment of the present invention, the filter is
configured to have a cylinder shape, the cyclone is config-
ured to have a cylinder shape whose center line is coincident
with a center line of the filter, and a radius of the filter is less
than or equal to a half of a radius of the cyclone. Thus, it is
convenient for the impurities such as dust to be thrown out,
the impurities such as dust are prevented from adhering to
the filter to block the filter, and the dust is prevented from
passing through the filter to increase a dust removal currency
of the filter cotton. Therefore, the cyclone separator accord-
ing to embodiments of the present invention can improve the
separation efficiency of the airflow with dust.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a cross sectional view of a cyclone separator
according to an embodiment of the present invention.

FIG. 2 is a cross sectional view of a cyclone of a cyclone
separator according to an embodiment of the present inven-
tion.

FIG. 3 is a schematic view showing a fitting between a
filter and an end cover of a cyclone separator according to
an embodiment of the present invention.

FIG. 4 is a schematic view of a cyclone separator accord-
ing to an embodiment of the present invention.

REFERENCE NUMERALS

Cyclone separator 1; cyclone 11; end cover of the cyclone
separator 12; filter 13; wind guiding cylinder 14; wind
guiding plate 15; wind shielding plate 16; wind inlet
pipe 17; cylinder body 18; baffle 19; inlet of the cyclone
separator 101; outlet of the cyclone separator 102; vent
103; cylinder-shaped side plate 111; clamping groove
141; chute 142; first plate body 151; second plate body
152; spiral wind guiding plate 153; connection plate
154; clamping protrusion 171;

Height H1 of the wind guiding plate 15;

Depth H2 of the cyclone 11;

Distance H3 between the end cover 12 of the cyclone
separator and an upper edge of the cyclone 11;

Radius R1 of the filter 13;

Radius R2 of the cyclone 11;

Distance R3 between the cyclone 11 and the filter 13 in a
radial direction.

DETAILED DESCRIPTION

Reference will be made in detail to embodiments of the
present disclosure. Embodiments of the present disclosure
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4

will be shown in drawings, in which the same or similar
elements and the elements having same or similar functions
are denoted by like reference numerals throughout the
descriptions. The embodiments described herein according
to drawings are explanatory and illustrative, not construed to
limit the present disclosure.

In the specification, unless specified or limited otherwise,
relative terms such as “central”, “longitudinal”, “lateral”,
“length”, “width”, “thickness”, “up”, “down”, “front”,
“rear”, “left”, “right”, “vertical”, “horizontal”, “top”, “bot-
tom”, “inner”, “outer”, “clockwise”, “anticlockwise” as well
as derivative thereof (e.g., “horizontally”, “downwardly”,
“upwardly”, etc.) should be construed to refer to the orien-
tation as then described or as shown in the drawings under
discussion. These relative terms are for convenience of
description and do not require that the present disclosure be
constructed or operated in a particular orientation.

In addition, terms such as “first” and “second” are used
herein for purposes of description and are not intended to
indicate or imply relative importance or significance. Thus,
features limited by “first” and “second” are intended to
indicate or imply including one or more than one these
features. In the description of the present disclosure, “a
plurality of” relates to two or more than two.

In the description of the present disclosure, unless speci-
fied or limited otherwise, it should be noted that, terms
“mounted,” “connected” and “coupled” may be understood
broadly, such as permanent connection or detachable con-
nection, electronic connection or mechanical connection,
direct connection or indirect connection via intermediary,
inner communication or interreaction between two elements.
These having ordinary skills in the art should understand the
specific meanings in the present disclosure according to
specific situations.

In the description of the present disclosure, a structure in
which a first feature is “on” a second feature may include an
embodiment in which the first feature directly contacts the
second feature, and may also include an embodiment in
which an additional feature is formed between the first
feature and the second feature so that the first feature does
not directly contact the second feature, unless otherwise
specified. Furthermore, a first feature “on,” “above,” or “on
top of” a second feature may include an embodiment in
which the first feature is right “on,” “above,” or “on top of”
the second feature, and may also include an embodiment in
which the first feature is not right “on,” “above,” or “on top
of” the second feature, or just means that the first feature has
a sea level elevation larger than the sea level elevation of the
second feature. While first feature “beneath,” “below,” or
“on bottom of” a second feature may include an embodiment
in which the first feature is right “beneath,” “below,” or “on
bottom of” the second feature, and may also include an
embodiment in which the first feature is not right “beneath,”
“below,” or “on bottom of” the second feature, or just means
that the first feature has a sea level elevation smaller than the
sea level elevation of the second feature.

A cyclone separator according to an embodiment of the
present invention will be described in the following with
reference to drawings. The cyclone separator may be used in
a dust collector.

As shown in FIGS. 1 to 3, the cyclone separator 1
according to embodiments of the present invention includes:
a cyclone 11, an end cover 12 of the cyclone separator, a
filter 13 and a wind guiding cylinder 14.

Specifically, the cyclone 11 has an open top end and a
bottom wall defining an inlet 101 of the cyclone separator,
and the inlet 101 of the cyclone separator is configured to
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bring air with dust into the cyclone 11 so as to separate the
air with dust into air and dust. The end cover 12 of the
cyclone separator is disposed above the cyclone 11, and an
outlet 102 of the cyclone separator is formed in the end
cover 12 of the cyclone separator. The air with dust is sucked
into the cyclone separator 1 through the inlet 101 of the
cyclone separator and then filtered by the cyclone separator
1. In the filtering process, the dust is separated from the air
and thrown out of the cyclone 11, and the filtered air is
discharged from the outlet 102 of the cyclone separator. The
filter 13 is configured to filter the air with dust, so that the
air is discharged from the cyclone separator 1 through the
filter 13. The filter 13 has an upper end communicating with
the outlet 102 of the cyclone separator, and the upper end of
the filter 13 encloses a periphery of the outlet 102 of the
cyclone separator, so that the air with dust cannot pass
through the outlet 102 of the cyclone separator, and only the
air filtered by the filter 13 can be discharged out of the
cyclone separator 1 from the outlet 102 of the cyclone
separator. The filter 13 has a lower end extended into the
cyclone 11. The wind guiding cylinder 14 has a lower end
communicating with the inlet 101 of the cyclone separator
and a closed upper end. The wind guiding cylinder 14 has a
side wall defining a vent 103 therein communicating with
cyclone 11, so that the airflow enters the cyclone 11 in a
radial direction of the cyclone 11, and thus it is convenient
for a filtering of the cyclone separator 1 and for the dust to
be thrown out of the cyclone 11.

The cyclone separator according to embodiments of the
present invention adopts the bottom wind intake, and the air
with dust entering the cyclone separator 1 goes into the
cyclone 11 in a direction away from the filter 13. Thus, the
air with dust entering the cyclone 11 turns into a spiral
airflow quickly, and the dust is thrown away from the filter
13 under a centrifugal force, which prevents the dust from
adhering to the filter 13 to block the filter 13. The cyclone
separator according to embodiments of the present invention
reduces the probability of blocking the filter 13, and thus a
working life of the filter 13 is improved and a cleaning
frequency of the filter 13 is reduced.

It should be noted that the cyclone separator 1 according
to embodiments of the present invention may be used in the
dust collector, but not limited to this.

In addition, when the cyclone separator 1 is connected
with a dust cup of a dust-collection device, it is convenient
for an air inlet pipe connecting the dust cup with the cyclone
separator 1 to be connected with the cyclone separator 1, so
that the sealing between the air inlet pipe and the cyclone
separator 1 is good and a cost thereof is reduced.

Furthermore, the dust cup connected with the cyclone
separator may be a dust cup with a bottom air intake, or not.
For example, the cyclone separator according to embodi-
ments of the present invention may be disposed within a dust
cup with a side wind intake, so that the inlet 101 of the
cyclone separator in the bottom wall of the cyclone separator
is connected with a wind inlet in a side wall of the dust cup.
This is may be understood by those skilled in the related art.

As shown in FIGS. 1 to 3, in some embodiments of the
present invention, a wind guiding plate 15 and a wind
shielding plate 16 are disposed within the cyclone 11. At
least a part of the wind guiding plate 15 is extended upwards
in a spiral shape, the wind shielding plate 16 is disposed
above the vent 103, and the wind shielding plate 16 is not
higher than an upper edge of the wind guiding plate 15. In
other words, the airflow entering the cyclone 11 can rise
spirally in an extension direction of the wind guiding plate
15 under the action of the wind guiding plate 15 and the
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wind shielding plate 16. Therefore, a wind guiding structure
in which the airflow goes upwards in the spiral shape is
adopted, so that a position in which the dust is thrown out
is moved upwards to the most extent. With the effective
cyclone separator 1, the airflow with dust rises and speeds up
on the wind guiding plate 15 and then is thrown out of the
cyclone 11, so that the dust is separated from the air quickly
and completely, while belt-shaped things such as hair are
also thrown out easily, and thus the dust and hair to be
discharged from the cyclone separator 1 through the filter 13
are reduced. In this way, a suction of the whole dust collector
having the cyclone separator 1 will not decrease rapidly due
to the blocking of a filter cotton, and thus the separation
efficiency is improved greatly and a cleaning cycle of the
filter cotton is prolonged.

Those ordinary skilled in the related art may understand
that, the wind guiding plate 15 and the wind shielding plate
16 according to embodiments of the present invention are
configured for a spiral rise of the airflow with dust. Cer-
tainly, a solution in embodiments of the present invention to
perform the spiral rise of the airflow with dust is not limited
to this, and other types of wind guiding structures in the
related art may be used, for example a spiral wind channel
may be formed in the wind guiding cylinder.

Furthermore, as shown in FIG. 2, the wind guiding plate
15 is configured to have an annular shape and includes: a
first plate body 151, a second plate body 152, a spiral wind
guiding plate 153 and a connection plate 154. The first plate
body 151 and the second plate body 152 are perpendicular
to an axis of the cyclone 11 respectively. The connection
plate 154 is parallel to the axis of the cyclone 11. In other
words, the first plate body 151 and the second plate body 152
are parallel with each other, and each of the first plate body
151 and the second plate body 152 is perpendicular to the
axis of the cyclone, or with reference to FIG. 2, the first plate
body 151 and the second plate body 152 are perpendicular
to an up and down direction as shown in FIG. 2, and the
connection plate 154 is parallel with the up and down
direction as shown in FIG. 2. The spiral wind guiding plate
153 is extended in the spiral shape in the up and down
direction, i.e., the spiral wind guiding plate 153 is extended
upwards in the spiral shape. The first plate body 151 has a
first end connected with a lower end of the spiral wind
guiding plate 153 and a second end connected with a lower
end of the connection plate 154. The second plate body 152
has a first end connected with an upper end of the spiral wind
guiding plate 153 and a second end connected with an upper
end of the connection plate 154. Thus, the wind guiding
plate 15 has a simple structure and is easy to be molded, and
it is convenient for the wind guiding plate 15 to guide the
airflow with dust, so that the airflow with dust can rise in the
spiral shape to perform an air-dust separation.

Furthermore, the first plate body 151 is disposed at a
lower edge of the vent 103, the wind shielding plate 16 is
disposed at an upper edge of the vent 103, the second plate
body 152 is in flush with the wind shielding plate 16, and the
connection plate 154 is disposed at a side edge of the vent
103. In other words, the wind shielding plate 16 is disposed
at the upper edge of the vent 103, the connection plate 154
is disposed at the side edge of the vent 103, and the wind
shielding plate 16 and the connection plate 154 have a
function of shielding the airflow, so that the airflow flows
along the first plate body 151, the spiral wind guiding plate
153 and the second plate body 152 in turn, and thus the
airflow rises in the spiral shape. Or, with the wind shielding
plate 16 and the connection plate 154 shielding the airflow
entering the cyclone 11 from the vent 103, the air with dust
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is prevented from rising up directly, so that it is easy for the
airflow with dust to rise spirally in the extension direction of
the wind guiding plate 15, and thus resulting in the airflow
rising up in the spiral shape so as to throw out the dust by
the centrifugal force. Thus, it is easy for the airflow with dust
to rise in the spiral shape, which avoids causing a poor
filtering effect and blocking the filter due to a direct rise of
the airflow with dust, and improves the separation efficiency
and separation effect of the cyclone separator 1 on the
airflow with dust. Moreover, an amount of the dust passing
through the filter can be reduced by throwing the dust out.

Advantageously, the wind guiding plate 15 may be the
bottom wall of the cyclone 11, and the inlet 101 of the
cyclone separator is formed in the wind guiding plate 15. In
other words, the cyclone 11 includes a cylinder-shaped side
plate 111 and the wind guiding plate 15. The wind guiding
plate 15 is disposed within the cylinder-shaped side plate 111
and has an annular shape. The annular wind guiding plate 15
has the inlet of the cyclone separator in a center thereof.
Thus, by using the wind guiding plate 15 as the bottom wall
of the cyclone 11 directly, the cyclone 11 has a simple
structure and is easy to be molded, thus improving a molding
efficiency of the cyclone 11.

Those ordinary skilled in the related art may understand
that, the wind guiding plate 15 in embodiments of the
present invention may not be the bottom wall of the cyclone
11, for example the cyclone 11 may be a cylinder with a
closed bottom, and the wind guiding plate is disposed within
the cyclone 11.

In addition, the wind guiding structure may be con-
structed by a cooperation of a plate body extended spirally
and a connection plate connecting a head of the spiral plate
body with a tail of the spiral plate body.

As shown in FIGS. 1 and 2, in some embodiments of the
present invention, a wind inlet pipe 17 communicating with
the inlet 101 of the cyclone separator is disposed at the
bottom wall of the cyclone 11. Thus, it is convenient for the
cyclone separator 1 to connect with the dust cup of the
dust-collection device, improving a mounting efficiency of
the cyclone separator 1.

The wind inlet pipe 17 in embodiments of the present
invention does not need special plastic materials, thus reduc-
ing a molding cost of the wind inlet pipe 17.

As shown in FIGS. 1-3, a lower end of the wind guiding
cylinder 14 is fitted on an inner wall of the wind inlet pipe
17. A clamping protrusion 171 is disposed on the inner wall
of'the wind inlet pipe 17, and a clamping groove 141 adapted
to fit with the clamping protrusion 171 is formed in an outer
wall surface of the lower end of the wind guiding cylinder
14. The wind guiding cylinder 14 is fitted within the wind
inlet pipe 17 by a clamping between the clamping protrusion
171 and the clamping groove 141. Thus, by fitting the wind
guiding cylinder 14 on the inner wall of the wind inlet pipe
17, a sealing performance of a junction between the wind
guiding cylinder 14 and the wind inlet pipe 17 is improved,
so that the wind guiding cylinder 14 can close the wind inlet
pipe 17. Moreover, the wind guiding cylinder 14 is con-
nected with the wind inlet pipe 17 by a fitting between the
clamping protrusion 171 and the clamping groove 141,
which facilitates the mounting of the wind guiding cylinder
14 and improves the mounting efficiency of the cyclone
separator.

In addition, those ordinary skilled in the related art may
understand that, the wind guiding cylinder 14 may be
formed with the wind inlet pipe 17 integrally, or the wind
guiding cylinder 14 may be connected with the wind inlet
pipe 17 by welding, bolted connection or clamping.
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With reference to FIG. 3, a chute 142 is formed in the
wind guiding cylinder 14. The chute 142 has a first end
extended to a lower edge of the wind guiding cylinder 14 in
a spiral direction and opened there, and a second end
communicating with the clamping groove 141. In a mount-
ing process of the wind guiding cylinder 14, the clamping
protrusion 171 is directed at the opened first end of the chute
142, and the wind guiding cylinder 14 is rotated to slide the
clamping protrusion 171 into the clamping groove 141 along
the chute 142, so that the clamping protrusion 171 is
clamped with the clamping groove 141.

In addition, there may a plurality of clamping protrusions
171 and clamping grooves 141, in which the clamping
protrusion 171 is corresponding to the clamping groove 141
one by one.

As shown in FIG. 1, in some embodiments of the present
invention, the cyclone cylinder 1 further includes a cylinder
body 18 and a baftle 19. The baffle 19 is disposed within the
cylinder body 18 and configured to separate space within the
cylinder body 18 in the up and down direction. An upper
portion of the cylinder body 18 is configured as the filter 13
and a lower portion of the cylinder body 18 is configured as
the wind guiding cylinder 14. In other words, the filter 13
and the wind guiding cylinder 14 are formed integrally.
Thus, the wind guiding cylinder 14 is formed with the filter
13 integrally, which simplifies the structure of the cyclone
separator 1 and facilitates manufacturing and assembling the
cyclone separator 1.

Certainly, the wind guiding cylinder 14 and the filter 13
may be formed respectively, and the filter 13 is located right
above the wind guiding cylinder 14.

As shown in FIGS. 1 and 3, in an embodiment of the
present invention, the filter 13 is formed with the end cover
12 of the cyclone separator integrally. Therefore, a sealing
performance of a junction between the filter 13 and the dust
cup is improved, thus further improving a suction of the dust
collector having the cyclone separator so as to improve the
dust-collection efficiency thereof.

As shown in FIGS. 1 and 4, in some embodiments of the
present invention, the end cover 12 of the cyclone separator
is spaced from an upper edge of the cyclone 11. Thus, it is
convenient for impurities such as dust separated out of the
cyclone 11 to be thrown out in a 360-degree omnibearing
direction, the position in which the dust is thrown out is not
limited, and it is convenient for the cyclone separator 1 to
separate the airflow with dust.

Furthermore, each of the filter 13 and the cyclone 11 has
a cylinder shape, and a center line of the cyclone 11 is
coincident with a center line of the wind guiding cylinder 14.

With reference to FIG. 4, the wind guiding plate 15 has a
height H1 larger than or equal to a half of a depth H2 of the
cyclone 11 and less than or equal to a depth H2 of the
cyclone 11. In other words, 0.5H2<H1<H2. Thus, a wind
guiding effect of the cyclone 11 is improved, and it is
convenient for the airflow to rise in the spiral shape.

Furthermore, a distance H3 between the upper edge of the
cyclone 11 and the end cover 12 of the cyclone separator is
less than or equal to a height H1 of the wind guiding plate
15. Thus, it is convenient for the impurities such as dust to
be thrown out, so that the dust can be prevented from being
accumulated in the cyclone 1, and it is also convenient for
the impurities such as dust to be accumulated in the dust cup.

Advantageously, a radius R1 of the filter 13 is less than or
equal to a half of a radius R2 of the cyclone 11. In other
words, a distance R3 between the cyclone 11 and the filter
13 in a radial direction is larger than or equal to a half of the
radius R2 of the cyclone 11, and the distance R3 between the
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cyclone 11 and the filter 13 in the radial direction is less than
or equal to the radius R2 of the cyclone 11. Or, a distance R3
of the radius of the cyclone 11 and the radius of the filter 13
is larger than or equal to a half of the radius R2 of the
cyclone 11, and the distance R3 of the radius of the cyclone
11 and the radius of the filter 13 is less than or equal to the
radius R2 of the cyclone 11, i.e., ¥2R2<R3<R2. Thus, it is
convenient for the impurities such as dust to be thrown out,
the impurities such as dust are prevented from adhering to
the filter 13 to block the filter 13, and the dust is prevented
from passing through the filter 13 to increase a dust removal
currency of the filter cotton.

Therefore, the cyclone separator according to embodi-
ments of the present invention can improve the separation
efficiency of the airflow with dust.

A specific embodiment of the present invention will be
described in the following with reference to FIGS. 1 to 4.

As shown in FIGS. 1 to 4, the present invention imple-
ments a high sealing performance and a high suction, and
ensures a low cost at the same time.

Specifically, the cyclone separator 1 includes: a cyclone
11, a filter 13 disposed within the cyclone 11 and in a center
of the cyclone 11, an end cover 12 of the cyclone separator
disposed above the filter 13. A gap is formed between the
end cover 12 of the cyclone separator and an upper edge of
the cyclone 11, and a wind inlet pipe 17 is connected to a
center of the bottom of the cyclone 11. After entering the
cyclone 11 through the wind inlet pipe 17, the air with dust
is accelerated and rotated by the wind guiding plate 15
within the cyclone 11, in which the wind guiding plate 15 is
between the wind inlet pipe 17 and the filter 13.

With a wind inlet structure in a center and a lower portion
of the cyclone separator 1, the power loss is reduced, and
also, a position in which the dust is thrown out is moved
upwards to the most extent. With the effective cyclone
separator, the airflow with dust rises and speeds up in a spiral
runway and is thrown out freely in a 360-degree omnibear-
ing direction, not limited to a position in which the dust is
thrown out, so that the separation is more complete. Mean-
while, belt-shaped things such as hair are also thrown out
easily, and a suction of the whole machine will not decrease
rapidly due to the blocking of a filter cotton, and thus the
separation efficiency is improved greatly and a cleaning
cycle of the filter cotton is prolonged.

Those ordinary skilled in the related art may understand
that, the end cover 12 of the cyclone separator and the filter
13 may be formed integrally or by assembling a plurality of
parts after the plurality of parts are formed; the wind inlet
pipe 17, the wind guiding plate 15 and the cyclone 11 may
be formed integrally or by assembling a plurality of parts
after the plurality of parts are formed; the filter 13, the end
cover 12 of the cyclone separator and the wind inlet pipe 17
may be formed integrally or by assembling a plurality of
parts after the plurality of parts are formed; the wind guiding
plate 15 and the cyclone 11 may be formed integrally or by
assembling a plurality of parts after the plurality of parts are
formed.

Reference throughout this specification to “an embodi-
ment,” “some embodiments,” “one embodiment”, “another
example,” “an example,” “a specific example,” or “some
examples,” means that a particular feature, structure, mate-
rial, or characteristic described in connection with the
embodiment or example is included in at least one embodi-
ment or example of the present invention. Thus, the appear-
ances of the phrases such as “in some embodiments,” “in
one embodiment”, “in an embodiment”, “in another
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some examples,” in various places throughout this specifi-
cation are not necessarily referring to the same embodiment
or example of the present invention. Furthermore, the par-
ticular features, structures, materials, or characteristics may
be combined in any suitable manner in one or more embodi-
ments or examples.

Although explanatory embodiments have been shown and
described, it would be appreciated by those skilled in the art
that the above embodiments cannot be construed to limit the
present invention, and changes, alternatives, and modifica-
tions can be made in the embodiments without departing
from spirit, principles and scope of the present invention.

What is claimed is:

1. A cyclone separator, comprising:

a cyclone having an open end and a bottom wall defining
an inlet of the cyclone separator therein;

an end cover of the cyclone separator disposed over the
cyclone and defining an outlet of the cyclone separator
therein;

a filter having an upper end communicating with the
outlet of the cyclone separator and a lower end
extended into the cyclone;

a wind guiding cylinder having a lower end communi-
cating with the inlet of the cyclone separator, a closed
upper end and a side wall defining a vent communi-
cating with the cyclone,

wherein the cyclone separator further comprises a cylin-
der body and a baffle, the baffle is disposed within the
cylinder body and configured to separate space within
the cylinder body in an up and down direction, an upper
portion of the cylinder body is configured as the filter
and a lower portion of the cylinder body is configured
as the wind guiding cylinder.

2. The cyclone separator according to claim 1, wherein the
filter is configured to have a cylinder shape, the cyclone is
configured to have a cylinder shape whose center line is
coincident with a center line of the filter, and a radius of the
filter is less than or equal to a half of a radius of the cyclone.

3. The cyclone separator according to claim 1, wherein a
wind inlet pipe communicating with the inlet of the cyclone
separator is disposed at the bottom wall of the cyclone.

4. The cyclone separator according to claim 3, wherein a
lower end of the wind guiding cylinder is fitted on an inner
wall of the wind inlet pipe, a clamping protrusion is disposed
on the inner wall of the wind inlet pipe, and a clamping
groove adapted to fit with the clamping protrusion is formed
in an outer wall surface of the lower end of the wind guiding
cylinder.

5. The cyclone separator according to claim 4, wherein the
wind guiding cylinder further defines a chute having a first
end extended to a lower edge of the wind guiding cylinder
in a spiral direction and opened there, and a second end
communicating with the clamping groove.

6. The cyclone separator according to claim 1, wherein a
wind guiding plate and a wind shielding plate are disposed
within the cyclone, at least a part of the wind guiding plate
is extended upwards in a spiral shape, the wind shielding
plate is disposed above the vent, and the wind shielding plate
is not higher than an upper edge of the wind guiding plate.

7. The cyclone separator according to claim 6, wherein the
wind guiding plate is configured to have an annular shape
and comprises:

a first plate body and a second plate body perpendicular

to an axis of the cyclone respectively;

a spiral wind guiding plate extended in the spiral shape in
an up and down direction and having an upper end
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connected with the second plate body and a lower end
connected with the first plate body;

a connection plate parallel to the axis of the cyclone and
having an upper end connected with the second plate
body and a lower end connected with the first plate
body.

8. The cyclone separator according to claim 7, wherein the
first plate body is disposed at a lower edge of the vent, the
wind shielding plate is disposed at an upper edge of the vent,
the second plate body is in flush with the wind shielding
plate, and the connection plate is disposed at a side edge of
the vent.

9. The cyclone separator according to claim 6, wherein the
wind guiding plate is the bottom wall of the cyclone, and the
inlet of the cyclone separator is formed in the wind guiding
plate.

10. The cyclone separator according to claim 6, wherein
the wind guiding plate has a height larger than or equal to a
half of a depth of the wind guiding cylinder and less than or
equal to a depth of the cyclone.

11. The cyclone separator according to claim 6, wherein
the end cover of the cyclone separator is spaced from an
upper edge of the cyclone, and a distance between the upper
edge of the cyclone and the end cover of the cyclone
separator is less than or equal to a height of the wind guiding
plate.

12. A dust collector, comprising a cyclone separator,
wherein the cyclone separator comprises:

a cyclone having an open end and a bottom wall defining

an inlet of the cyclone separator therein;

an end cover of the cyclone separator disposed over the
cyclone and defining an outlet of the cyclone separator
therein;

a filter having an upper end communicating with the
outlet of the cyclone separator and a lower end
extended into the cyclone;

a wind guiding cylinder having a lower end communi-
cating with the inlet of the cyclone separator, a closed
upper end and a side wall defining a vent communi-
cating with the cyclone,

wherein the cyclone separator further comprises a cylin-
der body and a baffle, the baffle is disposed within the
cylinder body and configured to separate space within
the cylinder body in an up and down direction, an upper
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portion of the cylinder body is configured as the filter
and a lower portion of the cylinder body is configured
as the wind guiding cylinder.

13. The dust collector according to claim 12, wherein a
wind inlet pipe communicating with the inlet of the cyclone
separator is disposed at the bottom wall of the cyclone.

14. The dust collector according to claim 13, wherein a
lower end of the wind guiding cylinder is fitted on an inner
wall of the wind inlet pipe, a clamping protrusion is disposed
on the inner wall of the wind inlet pipe, and a clamping
groove adapted to fit with the clamping protrusion is formed
in an outer wall surface of the lower end of the wind guiding
cylinder.

15. The dust collector according to claim 12, wherein a
wind guiding plate and a wind shielding plate are disposed
within the cyclone, at least a part of the wind guiding plate
is extended upwards in a spiral shape, the wind shielding
plate is disposed above the vent, and the wind shielding plate
is not higher than an upper edge of the wind guiding plate.

16. The dust collector according to claim 15, wherein the
wind guiding plate is configured to have an annular shape
and comprises:

a first plate body and a second plate body perpendicular

to an axis of the cyclone respectively;

a spiral wind guiding plate extended in the spiral shape in
an up and down direction and having an upper end
connected with the second plate body and a lower end
connected with the first plate body;

a connection plate parallel to the axis of the cyclone and
having an upper end connected with the second plate
body and a lower end connected with the first plate
body.

17. The dust collector according to claim 16, wherein the
first plate body is disposed at a lower edge of the vent, the
wind shielding plate is disposed at an upper edge of the vent,
the second plate body is in flush with the wind shielding
plate, and the connection plate is disposed at a side edge of
the vent.

18. The dust collector according to claim 15, wherein the
end cover of the cyclone separator is spaced from an upper
edge of the cyclone, and a distance between the upper edge
of the cyclone and the end cover of the cyclone separator is
less than or equal to a height of the wind guiding plate.
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